@ FLIGHTFINS)
FALCON 11

Hardware

e 14 x 1/2” Screws (10-32) (Falcon Rail)
e 4x7/8” Screws (10-32) (Footpad)

GT
e 10 x 1/2” Screws (10-32) (Falcon Rail)
e 4 x 16 mm Screws (M5-0.8mm) (Rail)

Bracket Installation
1. Remove Fender and Footpads

2. Brackets
. Choose hole set based on preference
- You only need to use one hole per
side
. Front and rear can use different
positions
. Using the 1/2- Screws attach the Brackets
to the rails [

w

. Fin and Wing Plate

. Line up the slots on the Wing with the Fin
and push all the way on until seated

. Install the wing in the bracket where

desired

4. Faceplate

. Using the 1/2 Screws, sandwich the Wing
between the bracket and Faceplate
and install

. Pull the straps UNDER the bracket until
the tooth catches a hole in the strap

. Fit info Faceplate and tuck excess
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Spacer
1. Footpad
. Remove adhesive, line up with holes and

edges, and apply to the bottom of the

footpads
. GT Spacer has an addifional piece for -

under the rear footpad (A)

2. Fender

. Use the floating pieces to adhere to the
bottom of your fender (B)

Finish Install

1. Accessories

. Install Slot Deletes (€) for unused slofs

. Install Angle Pad (D) to give your foot
more kick

2. Footpad

. Slide footpad through bracket and install

Patented and Made in the U.S.A.  Allrights reserved. www.FlightFins.com



